§35.08-1

(5) Fuel oil data. Upon receipt of fuel
oil on board to be used as fuel. See
§35.25-10.

(6) Inspections and tests of firefight-
ing equipment. Once every year. See
§31.10-18 of this subchapter.

(7) Operation and inspection of the
emergency lighting and power systems.
Once in each week that the vessel is
navigated. See §35.10-15.

(8) Cargo gear inspections: At least
once a month. See §31.37-70 of this sub-
chapter.

(c) Entries—B/ALL. Entries shall be
made in the records for tank barges
with respect to the following:

(1) Inspections and tests of firefight-
ing equipment. Once every year. See
§31.10-18 of this subchapter.

(2) Draft and load line marks. For
tank barges of 150 gross tons and over,
prior to leaving port for ocean, coast-
wise, and Great Lakes voyages only.

(3) Cargo gear inspections: At least
once a month. See §31.37-70 of this sub-
chapter.

(4) Verification of vessel compliance
with applicable stability requirements.
After loading and prior to departure
and at all other times necessary to as-
sure the safety of the vessel. See
§35.20-7.

[CGFR 65-50, 30 FR 16704, Dec. 30, 1965, as
amended by CGD 89-037, 57 FR 41821, Sept. 11,

1992; CGD 84-069, 61 FR 25286, May 20, 1996,
CGD 95-028, 62 FR 51199, Sept. 30, 1997]

Subpart 35.08—Stability
Information

§35.08-1 Posting of stability letter.

If a stability letter is issued under
§170.120 of this chapter, it must be
posted under glass or other suitable
transparent material in the pilothouse
of the vessel.

[CGD 79-023, 48 FR 51006, Nov. 4, 1983]

Subpart 35.10—Fire and
Emergency Requirements

§35.10-1 Emergency training, musters,
and drills—T/ALL.

Onboard training, musters, and drills
must be in accordance with subchapter
W (Lifesaving Appliances and Arrange-
ments) of this chapter.

[CGD 84-069, 61 FR 25286, May 20, 1996]

46 CFR Ch. | (10-1-98 Edition)

§35.10-3 Display of plans—TB/ALL.

Barges with sleeping accommoda-
tions for more than six persons and all
sef-propelled vessels shall have perma-
nently exhibited for the guidance of
the officer in charge of the vessel the
following plans:

(a) General arrangement plans show-
ing for each deck the fire control sta-
tions, the various sections enclosed by
fire-resisting bulkheads, together with
particulars of the fire alarms, detect-
ing systems, the sprinkle installation
(if any), the fire extinguishing appli-
ances, means of access to different
compartments, decks, etc., and the
ventilating systems including particu-
lars of the maste fan controls, the posi-
tions of dampers, the location of the
remote means of stopping fans, and
identification numbers of the ventilat-
ing fans serving each section. If cargo
compartments are ‘“‘specially suited for
vehicles,” they shall be so indicated on
the plan. Alternatively, at the discre-
tion of the Commandant, the aforemen-
tioned details may be set out in any
other medium, such as a booklet or on
computer software, provided that the
aforementioned details are available to
each officer and a copy is retained on
board at all times and is accessible dur-
ing emergencies. For vessels con-
structed on or after September 30, 1997
or for existing vessels which have their
plans redrawn, the symbols used to
identify the aforementioned details
shall be in accordance with IMO As-
sembly resolution A.654(16). These iden-
tical symbols can also be found in
ASTM Adjunct F 1626.

(b) Plans showing clearly for each
deck the boundaries of the watertight
compartments, the openings therein
with the means of closure and position
of any controls thereof, and the ar-
rangements for the correction of any
list due to flooding.

(¢) The information contained in the
plans shall be kept up-to-date, and any
changes shall be recorded as soon as
possible.

[CGD 95-028, 62 FR 51199, Sept. 30, 1997]
§35.10-5 Muster lists, emergency sig-
nals, and manning—T/ALL.

The requirements for muster lists,
emergency signals, and manning must
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Coast Guard, DOT

be in accordance with subchapter W
(Lifesaving Appliances and Arrange-
ments) of this chapter.

[CGD 84-069, 61 FR 25287, May 20, 1996]

§35.10-15 Emergency lighting and

power systems—T/ALL.

(a) Where fitted, it shall be the duty
of the master to see that the emer-
gency lighting and power systems are
tested and inspected at least once in
each week that the vessel is navigated
to be assured that the system is in
proper operating condition.

(b) Internal combustion engine driv-
en emergency generators shall be test-
ed under load for at least 2 hours, at
least once in each month that the ves-
sel is navigated.

(c) Storage batteries for emergency
lighting and power systems shall be
tested at least once in each 6-month
period that the vessel is navigated to
demonstrate the ability of the storage
battery to supply the emergency loads
for the period of time specified in Table
112.05-5(a) of this chapter.

(d) The date of the tests required by
this section and the condition and per-
formance of the apparatus shall be
noted in the vessel’s Official Logbook
or in logs or records considered to take
the place of the Official Logbook.

[CGFR 65-50, 30 FR 16709, Dec. 30, 1965, as
amended by CGFR 70-143, 35 FR 19905, Dec.
30, 1970]

Subpart 35.15—Notice and Re-
porting of Casualty and Voy-
age Records

§35.15-1 Notice and reporting of cas-
ualty and voyage records—TB/ALL.
The requirements for providing no-
tice and reporting of marine casualties
and for retaining voyage records are
contained in part 4 of this chapter.

[CGD 84-099, 52 FR 47535, Dec. 14, 1987; 53 FR
13117, Apr. 21, 1988]

Subpart 35.20—Navigation

§35.20-1 Notice to mariners; aids to
navigation—T/OCLB.

(a) Licensed officers are required to
acquaint themselves with the latest in-
formation published by the Coast
Guard and the U.S. Navy regarding

§35.20-1

aids to navigation, and neglect to do so
is evidence of neglect of duty. It is de-
sirable that vessels navigating oceans
and coastwise and Great Lakes water
shall have available in the pilothouse
for convenient reference at all times a
file of the applicable Notice to Mari-
ners.

(b) Weekly Notices to Mariners
(Great Lakes Edition), published by the
Commander, 9th Coast Guard District,
contain announcements and informa-
tion on changes in aids to navigation
and other marine information affecting
the safety of navigation on the Great
Lakes. These notices may be obtained
free of charge, by making application
to Commander, 9th Coast Guard Dis-
trict.

(c) Weekly Notices to Mariners
(worldwide coverage) are prepared
jointly by the U.S. Naval Oceano-

graphic Office, the U.S. Coast and Geo-
detic Survey and the U.S. Coast Guard.
They include changes in aids to naviga-
tion in assembled form for the 1st, 5th,
7th, Greater Antilles Section, 8th, 11th,
13th, 14th, and 17th Coast Guard Dis-
tricts. Foreign marine information is
also included in these notices. These
notices are available without charge
from the U.S. Naval Oceanographic Of-
fice, Washington, DC 20390, Branch
Oceanographic Offices, U.S. Collector
of Customs of the major seaports in the
United States and are also on file in
the U.S. Consulates where they may be
inspected.

(d) As appropriate for the intended
voyage, all vessels must carry adequate
and up-to-date:

(1) Charts;

(2) Sailing directions;

(3) Coast pilots;

(4) Light lists;

(5) Notices to mariners;

(6) Tide tables;

(7) Current tables; and

(8) All other nautical
necessary. 1

[CGFR 66-33, 31 FR 15268, Dec. 6, 1966, as
amended by CGFR 68-32, 33 FR 5714, Apr. 12,
1968; CGD 75-074, 42 FR 5963, Jan. 31, 1977;
CGD 88-070, 53 FR 34534, Sept. 7, 1988]

publications

1 For United States vessels in or on the
navigable waters of the United States, see 33
CFR 164.33.
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